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Check Radioactivity
In Your Area With

Dosimeters, Dose Rate Meters and
Contamination Meters for Alpha,
Beta, Gamma and X-Ray Detection
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MIniTRACE is designed to improve the safety of workers in the control areas of nuclear power plants, reprocessing plants, research
centers and hospitals. It can likewise offer strong safety benefits to public bodies like the police, fire brigades or the military.

Four alarm thresholds are pre-programmed. These thresholds can also be changed by user via IR communication. For precise
measurement in very low radiation environment, a "mean value mode” can be started. In standard mode, the instrument offers very
fast response to radiation changes. Different instrument versions are available to meet individual customer needs. The new type
CSDF offers flexible use for various applications.

MInITRACE is supplied with two batteries for a long battery lifetime (up to 2000 hours). A large 6-digit display shows the results.

Features Applications
e Fast response time (1 sec.) e Radiation control areas f. ex. in nuclear power plants or
e Integration time adapted to change of measured value reprocessing plants

Research centers
Hospitals
Police, fire brigades, army
Schools, universities, educational purposes
Industrial X-ray applications

. Building- or raw materials, scrap, minerals
e Infrared interface Search for depleted and enriched uranium, radioactive
e Calibrated in our laboratory material, fission products

e Food control

e Additional "mean value mode” for precise measurement of
low radiation levels

e Long battery lifetime (up to 2000 hours)

e Four alarm threshold settings, visual and audible alarm
output

e Audible pulse output

MIniTRACE type S10 S100 C10 CSDF
o, detection X X
Type of B detection X X
radiation  y detection X X X X
X-Rays X X X
Cps X X
Unit of ;Sv/h X X X
Measure 9 X
Bg/cm?2 X
Bg/L X
. Dose rate X X X
Appli- Surf ~ontamination X X
e HOns urface con e.u .a 0
Food contamination X
Storage, dose function X X
Optional Wireless data transmission .
functions (SkyLINK/ShortLINK)
GPS X X

Ta 1] = (Low range measurement
B MiniTRACE Gamma S10 - Gamma dose rate meter 177 2098 teass

MINITRACE S10 measures the dose rate. It

detects gamma and X-rays radiation with a Alpha detection 3¢ ¢ 3
short response time, with the help of its Beta detection  ¥¢ Y¢ v
sensitive energy compensated Geiger-Mueller Gamma detection Y W W
detector. X-Ray detection Yo Y Ty
MiniTRACE S10 displays values from 10 Doserate Y Y% W

nSv/h to 10 mSv/h, with a sensitivity of 5.500

Surface contamination
counts per pSv. ination 3¢ 3¢ 3

Food contamination
MIiniTRACE S10 is available in storage 3 ; iii
(S10S) or in radio (S10R) version, providing Si I TEce - EG
also information on the dose. High range measurement v W 3¢

(*) Optional radio version
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B MiniTRACE Gamma S100 - Gamma dose rate meter (high range measurement)

Alpha detection  $¥% % 3%
Beta detection Y Y% 3%

MINITRACE S100 has almost the same
characteristics as MiniTRACE S10.

However, MiniTRACE S100 displays values =ATIma deteetion %* % %
in higher range, from 1 pSv/h to 100 mSv/h, X-Ray detection 3% ¢ 3¢
with a sensitivity of 2.500 counts per uSv. Doserate v W W

MINITRACE S100 is available in storage Surface contamination 3% 3¢ 3%

(5100S) or in radio (S100R) version, providing Food contamination Yy Y% ¢

also information on the dose. Low range measurement Y Y Yy

High range measurement Y Y W

(*) Optional radio version

MIniTRACE C10 measures the contamination
of objects. It is equipped with a 15,55 cm?2
Geiger-Mueller pancake detector, and a 0,8 mm

Alpha detection Y Y S
Beta detection Y W W

stainless steel grid. It is possible to identify
spots with alpha, beta or gamma conta-
mination. It is also ideally suited for X-Ray
measurements.

Dose rate

Gamma detection Y Y W

X-Ray detection

* %k
W W W

- | Area contamination ***
gdégngE C10 displays values from 0 to Food contamination e Y ¢

Low range measurement Y W W

With an optional adaptor, wipe test can be High range measurement Y % %

performed.

B MiniTRACE CSDF - Multipurpose contamination, survey
and doserate meter, food and wipe test

MInNiITRACE CSDF is a unique multipurpose
meter for contamination, survey, dose rate, X-
Rays, food and wipe test measurements. It is
equipped with a 15,55 cm? Geiger-Mueller
pancake detector and a 0,8 mm stainless steel
grid. In addition to the verification of X-Ray detection  Ye % %
contamination, it is ideally suited to measure

Dose rate
the environmental dose rate equivalent _ r_ * % %
(H*(10)). Surface contamination ¢ Y W

MiniTRACE CSDF displays values in cps, Food contamination v Y Y
uSv/h, Bg, Bg/cm? and Bg/L. For the Bq and Low range measurement Y Y W
Bg/cm2 modes, the user can select different High range measurement Y S¢ S¢
nuclides with built in nuclide specific calibration

lecture (Cs137, Am241, 1131, Sr90, U238, C14, The Bg/cm2 mode is calibrated

CI36, Co60). according to ISO 7503-1.

Alpha detection Ve Y Yy
Beta detection Y YW W
Gamma detection Y Y W
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MInITRACE CSDF offers a special mode for food
measurement within two steps. At first, it measures
the background. Then, it measures the activity level
found in the liquid or smashed food.
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